YOUR HEAD

THAT GOES TO

. ¥, . e
H.ai..fi...m.
i ....;T.T._. . !
Fﬂ.ﬂ? =iy -
R
b .#_._._.,_. i Jl!ahh?#ﬂ.-ﬂﬂl
..-....I-’.l-“ﬂ- J.“_.r.l.ﬂ.,“f,.. [ e ...i......_

....-.-.-..I.-... Hf?ftﬂ'.ll!ﬂ“[&- s
- : - c -

BERON MULCHER
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FEATURES

Hydrostatic Drivetrain Bron
Mulchers are comptetly hydrostatic, giving you
the control you need. ™

"ﬁ Powerplant Options
Bron uses CAT Engines exclusively.
Tier lll certified and Acert™ technology.

|

Berco Bron offers exclusively Berco Undercarriage on all its tractors.

Lohmann + Stolterfoht Bron has been working with
Lohmann + Stolterfoht for over a decade.
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Cutting Head Bron will supply or o .-"_,,-"i"r } ;
custom fit any manufacturer’s head to our § ll,".
prime mover. Bron also offers a sixway blade,

treesaw, and many other attachments.

Accessibility the Bron Mulcher was made
to work in the bush. Its robust design can take all
the abuse and still provide easy access to engine
and hydraulics.
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Cab Design Bron’s Cab is the i -
only cab that offers comfort, visibility, g 3
and safety (ROPS & FOPS certified). 2 L 5
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m BRON 300 BRON 400 BRON 500 BRON 550
Weight 37000* 37000* 52500* 59000*
° Length 197 197 197
Z S | width 98 08 108 108
2 Ground Clearance 18 18 21 15
‘g’ Ground Pressure 4.2* 4.2% 5.2*% 5.8*%
0 < *weights based on approx weight of head as 6000Ibs for 300/400 and 9000lbs for 500/550
E TRAVEL SPEED
— & Low Range 1.72 1.72 2.64 2.64
2 High Range 4.75 4.75 3.75 3.75
|_ 8| ENGINE
s Model C9 Cc9 Ci15 C15
o Number of Cylinders 6 6 6 6
< 2 Bore 4.41 4.41 5.39 5.39
H Stroke 5.87 5.87 6.73 6.73
u = Displacement CU. IN. 537 537 923 923
9 Maximum no-load speed 1800 1800 1800 1800
Y Gross Power @ 1,800.00RPM 300 350 540 540
< Maximum rated torque @ 1,400RPM 991 991 1824 1824
u 2 Fuel Tank Capacity 150 GAL 150 GAL 180 GAL 180 GAL
] Electrical System 24V 24V 24V 24V
- UNDERCARRIAGE
a Suspension D4 D4 D5 D5
u £ | Track Rollers D4 D4 D5 D5
< Track Chain D4 D4 D5 D5
B Track Shoes DOUBLE DOUBLE DOUBLE DOUBLE
m £ | Track Shoe width 32 32 36 36
s HYDRAULIC SYSTEM
nf Drives/ Head PSI 6000 6000 6000 6000
£ Hydraulic Pressure - Aux. 3000 3000 3000 3000
Auxiliary Pump Flow 38 GPM 38 GPM 38 GPM 38 GPM
m Hydraulic Reservoir 85 85 160 142
Final Drives GFT 40 GFT 40 GFT 50 GFT 50

RWF Industries Phone: (519) 421-0036
A Division of Roberts Welding and Fabricating Ltd. Toll-Free: 1-800-263-1060
873 Devonshire Avenue Fax: (519) 421-0028
Woodstock, Ontario Email: rwf@wwdc.com
Canada N4S 824 www.rwfbron.com
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